
143V26 E & OE

STAINLESS STEEL VALVES

PART No 	 BSP	 BORE Ø
30SSRBV04 	 1/4 	 5mm
30SSRBV06 	 3/8 	 7mm
30SSRBV08 	 1/2 	 9.2mm
30SSRBV12 	 3/4 	 12.5mm
30SSRBV16 	 1 	 15mm
30SSRBV20 	 1¼ 	 20mm
30SSRBV24 	 1½ 	 24.5mm
30SSRBV32 	 2 	 32mm

PART No 	 BSP	 BORE Ø
30SS2P04 	 1/4 	 11.6mm
30SS2P06 	 3/8 	 11.6mm
30SS2P08 	 1/2 	 15mm
30SS2P12 	 3/4 	 20mm
30SS2P16 	 1 	 25mm
30SS2P20 	 1¼ 	 32mm
30SS2P24 	 1½ 	 38mm
30SS2P32 	 2 	 50mm
30SS2P40 	 2½ 	 65mm
30SS2P48 	 3 	 80mm
30SS2P64 	 4 	 100mm

PART No 	 BSP	 BORE Ø
30SS3P04 	 1/4 	 11.6mm
30SS3P06 	 3/8 	 12.7mm
30SS3P08 	 1/2 	 15mm
30SS3P12 	 3/4 	 20mm
30SS3P16 	 1 	 25mm
30SS3P20 	 1¼ 	 32mm
30SS3P24 	 1½ 	 38mm
30SS3P32 	 2 	 50mm
30SS3P40 	 2½ 	 65mm
30SS3P48 	 3 	 80mm
30SS3P64 	 4 	 100mm

1 - PIECE 316SS REDUCED
BORE BALL VALVE

2 - PIECE 316SS FULL
BORE BALL VALVE

3 - PIECE 316SS FULL BORE
BALL VALVE

316SS Body, ball, cap & stem.
Teflon seat, gasket & thrust  
washer.
Working Pressure: 1000PSI @ 38°C
Working Temp: -38°C - +160°C  
in the absence of steam

316SS Body, ball, cap & stem.
Teflon seat, gasket & thrust  
washer.
Working Pressure: 1000PSI @ 38°C
Working Temp: -38°C - +160°C in the absence of steam

316SS Body, ball, cap & stem.
Teflon seat, gasket & thrust  
washer.
Working Pressure: 1000PSI @ 38°C
Working Temp: -38°C - +160°C in the absence of steam

316SS SWING  
CHECK 
VALVE
200PSI Pressure 
Rating

PART No 	 BSP
30SSSCV08 	 1/2
30SSSCV12 	 3/4
30SSSCV16 	 1
30SSSCV20 	 1¼
30SSSCV24 	 1½
30SSSCV32 	 2
30SSSCV40	 2½
30SSSCV48	 3
30SSSCV64	 4

316SS 2-PCE 
SPRING 
CHECK 
VALVE
200PSI Pressure 
Rating
Cracking Pressure 
¼ - ¾ 2kpa, 
1 - 2 5kpa

PART No 	 BSP
30SSCV04 	 1/4
30SSCV06 	 3/8
30SSCV08 	 1/2
30SSCV12 	 3/4
30SSCV16 	 1
30SSCV20 	 1¼
30SSCV24 	 1½
30SSCV32 	 2
30SSCV40	 2½
30SSCV48	 3
30SSCV64	 4

316SS 3-PCE  
SPRING  
CHECK  
VALVE
1000PSI Pressure  
Rating
Cracking Pressure ¼ - ¾ 2kpa,  
                               1 - 2   5kpa

PART No 	 BSP
30SSCV3P04 	 1/4
30SSCV3P06 	 3/8
30SSCV3P08	 1/2
30SSCV3P12 	 3/4
30SSCV3P16 	 1
30SSCV3P20 	 1¼
30SSCV3P24 	 1½
30SSCV3P32 	 2

WATERMARK 
APPROVED

WATERMARK 
APPROVED

PART No 	 BSP	 BORE Ø
30SS2P04MF	 1/4	 11.6mm
30SS2P06MF	 3/8	 11.6mm
30SS2P08MF	 1/2	 15mm
30SS2P12MF	 3/4	 20mm
30SS2P16MF	 1	 25mm
30SS2P20MF	 1¼	 32mm
30SS2P24MF	 1½	 38mm
30SS2P32MF	 2	 50mm

2 - PIECE 316SS FULL BORE  
M & F BALL VALVE		
	

2000psi   
2 - PIECE 316SS BALL VALVE

PART No 	 BSP
30SS2P04-2000	 1/4
30SS2P06-2000	 3/8
30SS2P12-2000	 3/4
30SS2P20-2000	 1¼
30SS2P24-2000	 1½

316SS Body, ball, cap & stem.
Teflon seat, gasket & thrust  
washer.
Working Pressure: 1000PSI @ 38°C
Working Temp: -38°C - +160°C in the absence of steam

HIGH PRESSURE BALL VALVES

 CHECK VALVES

Working Pressure: 2000PSI @ 38°C
Working Temp: -38°C - +160°C in the absence of steam


