COPPER TUBE
WORK COIL
PARTNo  OD PSI LENGTH

170206 1/8 x 20g 4050 6mt
170306 3/16x20g 2471 6mt
170330 3/16x20g 2471 30mt
170406 1/4 x 209 1260 6mt
170430 1/4 x 209 1260 30mt
170506  5/16x20g 1150 6mt
170530 5/16x20g 1150 30mt
170606 3/8 x 20g 1102 6mt
170618 3/8 x 20g 1102 18mt
170806 1/2 x 20g 810 6mt
170818 1/2 x 20g 810 18mt

SEAMLESS STAINLESS STEEL TUBE

WALL WORK
PART No OD THICKNESS PSI LENGTH

17SSTO3 3/16 0.9mm 5583 6mt
17SST04 1/4 0.9mm 5100 6mt
17SSTO05 5/16 0.9mm 4460 6mt
17SST06x1.2 3/8 1.2mm 3300 6mt
17SST08 12 0.9mm 2300 6mt
17SST08x1.6 1/2 1.6mm 4700 6mt
17SST10 5/8 1.6mm 4000 6mt
17SST12x1.6 3/4 1.6mm 3300 6mt
17SST16x1.6 1 1.6mm 2400 6mt

BUNDY TUBE - Imperial

MINIMUM Available in straight
BURST COIL lengths and coiled.
PARTNo OD PSI LENGTH Add a “C” to the part
17B03 3/16 15954 5.3mt number to order coiled
17B04 1/4 11023  5.3mt rolls. (iie : 17B03C )
17B05 5/16 9790 5.3mt
17B06 3/8 7977 5.3mt

FOR TUBE CUTTERS SEE PG 132

V26 71 E & OE




